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White Gypsum Fireplace Mantels
are hand-finished to create a
smooth surface and may be
painted or faux finished. These
mantels are lighter than traditional
cast stone and are reinforced for
strength and durability. Each is very
easy to install, requiring only
simple tools and limited skill. Each
mantel surround is non-
combustible in accordance with
ASTM-136, thus no space is
required between the mantel and
the firebox. Optional overmantel
available for mantels in Noble
Collection.

Non-Combustible Material

Height Adjustable on Site
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Non-Combustible Material

Height Adjustable on Site

White Gypsum Fireplace Mantels
are hand-finished to create a
smooth surface and may be
painted or faux finished. These
mantels are lighter than
traditional cast stone and are
reinforced for strength and
durability. Each is very easy to
install, requiring only simple
tools and limited skill. Each
mantel surround is non-
combustible in accordance with
ASTM-136, thus no space is
required between the mantel
and the firebox.
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N, WHITE GYPSUM

CAPE COD
CHARLOTTE
PHILADELPHIA

CAPE COD

White Gypsum Fireplace Mantels are hand-
finished to create a smooth surface and may
be painted or faux finished. These mantels are
lighter than traditional cast stone and are
reinforced for strength and durability. Each is
very easy to install, requiring only simple tools
and limited skill. Each mantel surround is non-
combustible in accordance with ASTM-136,
thus no space is required between the mantel
and the firebox.

Non-Combustible Material

Height Adjustable on Site
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White Gypsum Fireplace Mantels are hand-
finished to create a smooth surface and may
be painted or faux finished. These mantels are
lighter than traditional cast stone and are
reinforced for strength and durability. Each is
very easy to install, requiring only simple tools
and limited skill. Each mantel surround is non-
combustible in accordance with ASTM-136,
thus no space is required between the mantel
and the firebox.

Non-Combustible Material




Floral Drop (VP42)
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Grapeleaf (VP44)

French Floral
(VR26)

Modern Floral
(VR21)
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Rlbbon Tied Flower (VP43)
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Rosette (VP41)




